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PRN Series
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Reference point and rotation orientations

PRNA1S/D, PRNA3S/D, PRNA10S/D PRNA20S/D, PRN30S/D
Reference point at 45°

PRN1AS, PRNA3S PRNA10S, PRNA20S
Reference point at 90°

PRN50, 150, 300, 800
Reference point at 45°

PRN50, 150, 300, 800
Reference point at 40°

Operating information

Operating pressure: 100 PSIG (6.9 bar)

Temperature range: -5°C to 80°C (-23°F to 176°F)

Filtration requirements: 40 micron, dry filtered air

Ordering information

• Single or double vane rotary actuator

• 3 standard rotations: 90°, 180°, or 270°

• Output torque @ 0.7 MPa:

16 to 1120 N•cm (1.4 to 99 in-lb)

• Internal bumpers are standard

• Shock absorbers are available for high inertia loads

Size
1
3
10
20
30
50
150
300
800

Rotation angle

90 90° (all sizes, single  
and double vane)

100 100° (sizes 50 through 
800, double vane only)

180 180° (all sizes, single 
vane only)

270 270° (single vane only, 
not available on size 1)

280 280° (sizes 50 through 
800, single vane only)

Oscillating reference point*
40 40°

45 45°

90 90°

* See specification tables for availability 
of rotation angle /reference point 
combinations for the selected model.

Type
S Single vane

D Double vane

PRNA 20 90–S 90– S

Type
PRNA Sizes 1-20

PRN Sizes 30-800

Porting
Omit Standard porting

S Rear porting  
(sizes 3-20 only)

Actuator Products – Rotary
PRN Series

Sensors
For sensors see page B339.
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